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Protects with a super slippery-smooth finish 
— bugs, road tar, dirt and grim will not stick.

Multiple coats build layers of protection 
that help retard small stone chips in 

sensitive areas or hot spots.

Apply to road wheels to prevent damage 
to the finish from brake dust and other 

contaminants.

The more coats applied, the deeper 
and richer the gloss. Gives paintwork 

incredible depth.

Experience the ultimate in exterior
non-porous surface protection with...

MPT® Icon™
Extremely Durable
Carbon/PTFE Finish
Effectively acts as a liquid paint protection film 
with twelve or more applications.

MPT® Icon™ Extremely Durable Carbon/PTFE bonds with the applied 
surface at the nanomolecular level to provide durable protection in even the 
harshest weather conditions. When layered properly, the protection increases 
the depth of gloss of the paint surface while providing protection that rivals 
paint protection film and shames ceramic coatings. Water not only beads and 
sheets, it runs and hides. The protected surface becomes incredibly slippery-
smooth and will not allow anything to stick. Dirt, bugs, road tar, and grim are 
easily washed away.

Best of all, no special tools or skills are required to properly apply and buff 
MPT Icon. The application instructions are easy to follow and can safely, and 
effectively, be performed at home. 

Application Instructions: Shake well before using. We recommend the use 
of MPT Pre-Clean prior to the initial application to remove surface contaminants and 
aid in adhesion. MPT Icon should be applied very sparingly with a cotton or sponge 
applicator pad. Allow to dry to a haze before buffing with a 100% cotton or micro fiber 
cloth. For ease of application and removal, complete small areas before moving on to the 
next section. When fully complete, park vehicle in direct sunlight to accelerate curing. 
Heat lamps may also be used. We recommend waiting a minimum of four to eight hours 
between coats for the product to cure properly. For best results, apply at a minimum 
temperature of 75º F. The use of heat lamps or direct sunlight will accelerate curing. 
The more coats applied, the deeper the gloss and the better the level of protection.

Available in 16 fl. oz. bottle or gallon container.


